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DOWNLIGHT
MSG 200/WP 27W
Yiksek tasarruflu MSG downlight armatirler genis kullanim alanlari
ile magazalardan otellere, restoran ve kafelerden egitim alanlarina,
hastanelerden konutlara kadar birgok alanda kullanilabilir. Mevcut
sistemlerin degismesiyle bile kendi yatirimini, kullanim alanina gére
¢ok az bir zamanda kargilayabilmektedir. Litpa armaturlerinde
kullandigi COB Ledlerin dmiirlerini; kendi tasarladigi armattir
gbvdeleri ve Uzerinde bulunan aliiminyum sogutucular sayesinde
uzun émurli olmasini saglamaktadir.
MSG downlight products have a wide variety of model structures.
Downlight fixtures that appeal to wide usage areas can meet the
needs of all kinds of places. While competing in elegance with
decorative glass types, they create pleasant light effects on
ceilings.
Genel Bilgiler / General Information
Isik kaynagi rengi / Light Source Color 3000 K - 4000 K - 5000 K TSE Evet/ Yes
Degistirilebilen 1sik kaynagi /Light source replaceable Hayir / No Garanti siiresi / Warranty Period 2yil /2 Years
Siiricli birimi sayisi / Number of driver units 1 Unit EU RoHS ile uyumludur / EU ROHS Compatible Evet/ Yes
Sirlici CertaDrive 30W Galistirma ve Elektrikle ilgili Bilgiler / Operation and Electrical Information
Kontrol Arabirimi / Control Interface - Girig Voltaji / Input Voltage 220 - 240V
Sdrtct Dahili / Driver included Evet/ Yes Girig Frekans! / Input Frequency 50 -60 Hz
Optik tip / Optic type Opal Girig Akimi / Input Current 0.15A
Armatir 11k agisi / Beam Angle 113° Kalkis Akimi / Inrush Current 4.04A
Koruma sinifi IEC / Protection class IEC Giivenlik sinifi | / Safety class | Ani akim siresi / Inrush Time 50 ps
CE Evet/ Yes Glg¢ Faktori (Min) / Power Factor(min) 0.9A
ENEC Hayir / No EMG & KIT Hayir / No
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Kontroller ve Dimming / Controls and Dimming

Zaman igindeki Performansi / Over Time Performance (IEC Uyumlu)

Dim Edilebilir / Dimmable Evet/Yes 50000 saatte kontrol tertibati ariza orani / 5%
Mekanik Ayrintilar ve Muhafaza / Mechanical and Housing Control gear failure rate at 50000 h
Muhafaza Malzemesi / Housing Material Altiminyum Enjeksiyon Ortalama kullanim émri* 50000 saatte limen bakim / 180
Reflektér malzemesi / Reflector Material - Lumen maintenance at 50000 h
Optik sistem malzemesi / Optic Material OPAL Uygulama Kosullari / Application Conditions
Optik kapak/lens malzemesi - Optical/Lens Material OPAL Ortam sicaklig arali§i / Ambient Temperature range -20°C...+50°C
Optik kapak/lens kaplamasi - Optical/Lens Cover OPAL Performance Ambient temperature Tq +80°C
Renk / Color Beyaz / White
Onay ve Uygulama / Approval and Application Uriin Verileri / Product Data
Koruma Sinifi / Ingress Protection IP54 Siparig triin adi / Order Product Name MSG 200/WP
Mekanik darbe dayanimi / Mechanical Impact P. - Paket Bagina Miktar /Quantity per Pack 1
Baslangi¢ Performansi / Initial Performance (IEC Compatible) Biiyiik kutu bagina paket sayisi/ Packs per Outer Box 4
Isik Akisi (4000K ile Yapildi) / Luminous Flux 2600 Im Net Agirlik (Parga Basi) / Net Weight (Piece) 1kg
Isik akisi toleransi / Luminous Flux Tolerance +/-10%
Armatiir Verimi / Luminaire Efficacy 96 Im/W
Renk Sicakligi / Color Temperature 400 K
Renksel Geriverim indeksi / Color Rendering Index >80
Sistem Guicti / System Power 2T W
Giig tiiketimi tolerans/ Power Consumption Tolerance +/-10%
Armatiir Boyutu / Dimension
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM CO PLANE ISOLUX DIAGRAM (UNIT:1x)
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