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LINEER ARMATUR

TCA 150/HE/AS

Teknoline TCA kodlu Urinler birgok alanda yiksek 1sik
verimliligi saglamaktadir.Uriinlerde kullanilan gerek lens
gerekse Led kalitesi ve verimliligi en Ust siniftadir. Armatir
go6vdesi aliminyum ekstriizyon malzeme ile bitinleserek
yeterli ve diizglin bir sogutma saglamaktadir.

Herbir Led igin ayri bir optik hazne bulunmaktadir. Bu sayede
Ledlerden gikan isik her yonu ile kontrol edilirken kamasma en
aza inmektedir.

Teknoline TCA coded products provide high light efficiency in
many areas. Both the lens and LED quality and efficiency used
in the products are in the top class. The luminaire body
integrates with the aluminum extrusion material and provides
adequate and proper cooling.

There is a separate optical chamber for each LED. In this way,
glare is minimized while the light coming out of the LEDs is
controlled from all sides.

Genel Bilgiler / General Information

Isik kaynagi rengi / Light Source Color 3000 K - 4000 K - 5000 K - 6500K TSE Hayir / No
Degistirilebilen 1sik kaynagi /Light source replaceable Hayir / No Garanti siiresi / Warranty Period 2yil /2 Years
Siiricli birimi sayisi / Number of driver units 1 Unit EU RoHS ile uyumludur / EU ROHS Compatible Evet/ Yes
Sirlici LC 50/200-350/170 flexC Ip SNC Galistirma ve Elektrikle ilgili Bilgiler / Operation and Electrical Information
Kontrol Arabirimi / Control Interface - Girig Voltaji / Input Voltage 220 - 240V
Sdrtct Dahili / Driver included Evet/ Yes Girig Frekans! / Input Frequency 50 -60 Hz
Optik tip / Optic type Lens Girig Akimi / Input Current 0.24A
Armatir 11k agisi / Beam Angle 76° Kalkis Akimi / Inrush Current 12A

Koruma sinifi IEC / Protection class IEC Giivenlik sinifi | / Safety class | Ani akim siresi / Inrush Time 37us

CE Evet/ Yes Glg¢ Faktori (Min) / Power Factor(min) 0.95 A

ENEC Hayir / No EMG & KIT Hayir / No
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Kontroller ve Dimming / Controls and Dimming Zaman igindeki Performansi / Over Time Performance (IEC Uyumlu)
Dim Edilebilir / Dimmable Evet/Yes 50000 saatte kontrol tertibati ariza orani / 5%
Mekanik Ayrintilar ve Muhafaza / Mechanical and Housing Control gear failure rate at 50000 h

Muhafaza Malzemesi / Housing Material Alimtinyum Ekstriizyon Ortalama kullanim émri* 50000 saatte limen bakim / 180
Reflektér malzemesi / Reflector Material - Lumen maintenance at 50000 h

Optik sistem malzemesi / Optic Material PMMA Uygulama Kosullari / Application Conditions

Optik kapak/lens malzemesi - Optical/Lens Material PMMA Ortam sicakligi araliyi / Ambient Temperature range -20° +60°C
Optik kapak/lens kaplamasi - Optical/Lens Cover PMMA Performance Ambient temperature Tq 85°C

Renk / Color BEYAZ-SIYAH

Onay ve Uygulama / Approval and Application Uriin Verileri / Product Data

Koruma Sinifi / Ingress Protection P20 Siparig triin adi / Order Product Name TCAJ/150/HE/AS
Mekanik darbe dayanimi / Mechanical Impact P. Paket Bagina Miktar /Quantity per Pack 1
Baslangi¢ Performansi / Initial Performance (IEC Compatible) Biiyiik kutu bagina paket sayisi/ Packs per Outer Box 4

Isik Akisi (4000K ile Yapildi) / Luminous Flux 4833.45 Im Net Agirlik (Parga Basi) / Net Weight (Piece) 1.6 kg

Isik akisi toleransi / Luminous Flux Tolerance +/-10%

Armatir Verimi / Luminaire Efficacy 112.94 Im/W

Renk Sicakligi / Color Temperature 3000 K - 4000 K - 5000 K - 6500K

Renksel Geriverim indeksi / Color Rendering Index >80

Sistem Guicti / System Power 43 W

Giig tiiketimi tolerans/ Power Consumption Tolerance +/-10%

Armatiir Boyutu / Dimension

Kanal Boylar
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM CO PLANE ISOLUX DIAGRAM (UNIT:1x)
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