
Canopy
LITPA MSS Surface Mounted Fixtures are a new solution for canopies  without suspended
ceiling. MSS Series fixtures are eligible for lighting applications in open/closed areas
with high ceilings with their symmetrical or asymmetrical reflector types, high protection
class and easy mounting.
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Code Lamp Color

Box Dimensions Weight

MSS  250 -400/S Description

MSS 250/S 1x250W HQI-T Black
MSS 400/S 1x400W HQI-T Black

Inside box 1 PCS.
MSS/250S   430x430x245 mm
MSS/400S   525x525x225 mm

MSS/250S   10.000 gr
MSS/400S   14.600 gr

Body: Manufactured
from high quality 1mm
steel sheet and painted
with electrostatic
powder paint.
Reflector: Made of high
purity (99.9%) aluminum
with a peened  surface
anodised and polished.
Glass: 5 mm thick
tempered with
serigraphy.

Code Lamp Color

Box Dimensions Weight

MSS  250 -400/AS Description

MSS 250/AS 1x250W HQI-T Black
MSS 400/AS 1x400W HQI-T Black

Inside box 1 PCS.
MSS/250AS   430x430x245 mm
MSS/400AS   525x525x225 mm

MSS/250AS   10.000 gr
MSS/400AS   14.600 gr

Body: The body of
canopy fixtures is
manufactured from
high quality 1.2 mm
steel sheet and painted
with electrostatic
powder paint.
Reflector: Made of high
purity (99.9%) aluminum
with a peened surface
anodised and polished.
Glass: 5 mm thick
tempered with
serigraphy.
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Protection:     IP54

Protection:     IP54




