
Surface

A new design that ascertain the texture of  places … PSS Series Surface Mounted
Fixtures offer high standarts and modern design together. They  present
illumination without any glare and with various reflector types as parabolic,
opal or acrylic.

Mounted
Fixtures

PSS
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Code Lamp Color

Inside box 1 PCS
PSS/DP1   370x380x90mm

Box Dimensions Weight

P SS /DP1

Protection: IP20

Double Parabolic
Bright Louvre: The
special form of 0.4 mm
thick (99.9%) pure
anodized aluminum
reflectors offer high
efficiency. Double
parabolic lamellas
produced with the same
material are placed in
front of the reflectors to
minimize glare.

Description

PSS/218/DP1 2x18W Dulux L White
PSS/318/DP1 3x18W Dulux L White

PSS/218-DP1   2.600gr
PSS/318-DP1   3.400gr

Code Lamp Color

Inside box 1 PCS
PSS/P1   370x380x90mm

Box Dimensions Weight

P SS /P1

Prismatic Lens:
2.5 mm thick imported
prismatic acrylic diffuser.
In case of a fire, acrylic
diffusers do not increase
flammability.

Description

PSS/218/P1 2x18W Dulux L White
PSS/318/P1 3x18W Dulux L White

PSS/218-P1   2.650gr
PSS/318-P1   3.450gr

Dimens ions :

Code Lamp Color

Inside box 1 PCS
PSS/OP   370x380x90mm

Box Dimensions Weight

P SS /OP

Opal Diffuser:
2.8 mm thick opal acrylic
diffuser. In case of a fire,
acrylic diffusers do not
increase flammability.

Description

PSS/218/OP 2x18W Dulux L White
PSS/318/OP 3x18W Dulux L White

PSS/218-OP 2.800gr
PSS/318-OP 3.600gr

85 mm

158x259mm

357 mm

357 mm

C0-C180
cd/klm

C90-C270

300

180

120

240
30˚ 30˚

60˚ 60˚

C0-C180
cd/klm

C90-C270

120

80

160
30˚ 30˚

60˚ 60˚

3x18W Dulux L

3x18W Dulux L




